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' PROPOSED POLYMERIZED BITUMINOUS CONCRETE BINDER COURSE,

REFER TO SHEET 15
FOR EDGE OF PAVEMENT
ELEVATIONS

4/

¢

CHOATE MENTAL HEALTH RD
I

VARIES

REFER TO SHEET 15
FOR EDGE OF PAVEMENT
ELEVATIONS '

VARIES

WB THROUGH LANE,

EB THROUGH LANE,

VARIES _ 4’ 4’

12’

PROPOSED AGGREGATE SHOULDERS, TYPE A, 8"

PROPOSED BITUMINOUS SHOULDERS, SUPERPAVE, 8

SUPERPAVE, IL-19.0, N105, VARIABLE THICKNESS (MIN 13" MAX 24')

EXISTING CONCRETE CURB & GUTTER - TO BE REMOVED
TO BE PAID FOR AS COMBINATION CURB AND GUTTER REMOVAL

PROPOSED POLYMERIZED BITUMINOUS CONCRETE
SURFACE COURSE, SUPERPAVE, MIX D, N105, 1/

REFER TO SHEET 15
FOR EDGE OF PAVEMENT
ELEVATIONS
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EXISTING BITUMINOUS CONCRETE RESURFACING, 2'/5"
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PROPOSED POLYMERIZED BITUMINOUS CONCRETE BINDER COURSE,

PROPOSED AGGREGATE SHOULDERS, TYPE A, 8

EXISTING PCC PAVEMENT, 8"

PROPOSED BITUMINOUS SHOULDERS, SUPERPAVE, 8 \

SUPERPAVE, IL-19.0, N105, VARIABLE THICKNESS (MAX 10Y5")

REFER TO PROFILE ON SHEET 12

TO BE USED:
STA 19+13.00 TO STA 19+76.00

EXISTING SUB-BASE GRANULAR MATERIAL, 4”

PROPOSED POLYMERIZED BITUMINOUS CONCRETE BINDER COURSE,
SUPERPAVE, IL-19.0, N105, VARIABLE THICKNESS (MIN 13’ MAX 18")

¢

EXISTING CONCRETE CURB & GUTTER - TO BE REMOVED
STA 19+09.38 TO STA 19+76.00
TO BE PAID FOR AS COMBINATION CURB AND GUTTER REMOVAL

CHOATE MENTAL HEALTH RD
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VARIES

REFER TO SHEET 15
FOR EDGE OF PAVEMENT

PROPOSED AGGREGATE SHOULDERS, TYPE A, 8"

PROPOSED BITUMINOUS SHOULDERS, SUPERPAVE, 8"

PROPOSED POLYMERIZED BITUMINOUS CONCRETE BINDER
COURSE, SUPERPAVE, IL-19.0, N105, VARIABLE THICKNESS

EXISTING TYPE B GUTTER - TO BE REMOVED
PAID FOR AS GUTTER REMOVAL

EXISTING PCC PAVEMENT, 8"

EXISTING SUB-BASE GRANULAR MATERIAL
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PROPOSED POLYMERIZED BITUMINOUS CONCRETE

PROPOSED AGGREGATE SHOULDERS, TYPE A, 8
PROPOSED BITUMINOUS SHOULDERS, SUPERPAVE, 8"

SURFACE COURSE, SUPERPAVE, MIX D, N105, 1-1/4"

EXISTING STABILIZED SHOULDERS - TO BE REMOVED
STA 18+40.36 TO STA 19+403.77
PAID FOR AS PAVED SHOULDER REMOVAL

PROPOSED POLYMERIZED BITUMINOUS CONCRETE BINDER
COURSE, SUPERPAVE, IL-19.0, N105, VARIABLE THICKNESS

TO BE USED:
STA 18+40.36 TO STA 19+13.00
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